
 ANTI-FREEZE
FOR CENTRAL HEATING SYSTEMS

TECHNICAL DATA 
  
   

Form      liquid 
Colour    colourless 
Odour     sweet 
Odour Threshold   Currently we do not have any Information from our supplier about this. 
pH      6 - 7.5 100 g/l 20 °C 
Freezing point   -12.4 °C 
Boiling point    194 - 205 °C 
Flash point     111 °C 
Evaporation rate    Currently we do not have any Information from our supplier about this. 
Flammability (solid, gas) Currently we do not have any Information from our supplier about this. 
Upper explosion limit   15.3 %(V) 
Lower explosion limit   3.2 %(V) 
Vapour pressure    < 0.1 hPa   
    20 °C 
Relative vapour density   Currently we do not have any Information from our supplier about this. 
Density    1.11 g/cm3   
    20 °C 
Water solubility    20 °C 
    completely miscible 
Partition coefficient:   n-octanol/water : -1.34 
Ignition temperature   410 °C 
Thermal decomposition   Currently we do not have any Information from our supplier about this. 
Viscosity, dynamic    21 mPa.s / 20 °C 
Viscosity, dynamic   Explosive properties : Currently we do not have any Information from our supplier 
    about this. 
Oxidizing properties   Currently we do not have any Information from our supplier about this.
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