
 SOLEX
SOLAR THERMAL TRANSFER FLUID

TECHNICAL DATA 
  
   

Physical state    Liquid 
Form     Liquid 
Particle size    Not applicable 
Colour     Slightly yellowish 
Odour     Slightly perceptible 
Odour threshold    Not tested 
pH value    approx. 10 (20°C) / Method: DIN19268 
     Determined in the undiluted form 
Melting point    approx. -28°C / Method: DIN 51583 
Boiling temperature   approx. 104°C / Method: ASTM D 1120 
Flash point    No flammable (water-based) 
Evaoration rate    Not tested. 
Flammability  
Lower explosion limit:   Not tested 
Upper explosion limit:   Not tested 
Combustion number   Not applicable 
Minimum ignition energy  Not tested 
Vapour pressure    < 0.1kPa (20°C) / Method: Calculated by Syracure. 
     Data relate to the main component 
Vapour density relative to air  Not tested 
Solubulity in water   (20°C) soluble 
Miscibility with water  
Soluble in...:    Fat 
     Not tested 
Octanol/water partion coefficient (log Pow)Not applicable 
Ignition temperature   approx. 42°C / Method: DIN 51794 
Self-ignition temperature   Not applicable 
Thermal decomposion   > 200°C / Method : DSC / Measurement under nitrogen 
Viscosity (dynamic)   approx. 8 mPa.s / Method: Calculated 
Viscosity (kinematic)   approx. 7.4 mm2/s / Method: DIN 51562 
Explosive prperies   Explosive according to EU supply regulations: no data 
Oxidizing properies   Not applicable 
Density     approx. 1.8 g/cm3 (20°C) / Method: DIN 51757 
Bulk density    Not applicable
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